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DIMENSIONS: 6'/s" wide X 3'2" tall X 12" deep

GENERAL DESCRIPTION: Battery Powered, Low Voltage Electronic Setback Heating and
Cooling Thermostat with Sealed Relay Contacts. Pre-Programnmed
with Four Adjustable Heating and Cooling Programs for Each
Individual Day

SPECIFICATIONS
ELECTRICAL RATINGS: 1YV2 AMPS at 24v AC. Requires 2 AA Batteries (Not Included)
TEMPERATURE DIFFERENTIAL: + or - 1° Factory Preset Differential Adjustable from /3°F to 3°F
TEMPERATURE CONTROL RANGE: 45°F to 90°F (7°C to 32°C)
Celsius and Military Time Capable

COMPATIBILITIES:  2-5 Wire Single Stage Systems, Forced Air Systems and 2 Wire
Hydronic Systems. G, Y, W, RH, B, O, RC Terminals. Solid Pin
Connections. Allow Both 24v and Millivolt Equipment Instaliation

PROGRAM SETTINGS: 4 Preset Programs for Either Heating or Cooling for Each Day of the
Week. All May be Easily Reprogrammed In 1° and 15 Minute
Increments
Toll-Free Technical Service Number Listed for Help in Reprogramming

COMPRESSOR PROTECTION:  Built-In 5 Minute Time Delay

FILTER MONITOR: Monitors Blower Operation Time To Indicate Need for Change of
Filter at Specified Increments. Factory Set at 250 Hours and
Adjustable from 100 to 500 Hours

OPTIONAL WALL PLATE: Decorative Wall Plate is included with Thermostat. 6/2"W x 5Va"H
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